
HYDREX* MV
WIDE TEMPERATURE RANGE 
HYDRAULIC FLUIDS

Introduction
Petro-Canada’s HYDREX* MV hydraulic fluids 
are advanced formula, long life, anti-wear fluids 
designed for use in hydraulic systems exposed 
to wide temperature ranges. HYDREX MV 
provides excellent operating and maintenance 
benefits for increased productivity. HYDREX MV 
takes your equipment to higher levels of wide 
temperature performance.
HYDREX MV hydraulic fluids start with the 
patented HT purity process to produce 99.9% 
pure, crystal clear base oils. By removing the 
impurities that can hinder the performance of 
competitive conventional oils, and blending in 
our specialty additives, HYDREX MV retains its 
‘fresh oil’ properties longer providing resistance 
to oxidative breakdown and outstanding wear 
protection in wide temperature ranges.

Features and Benefits
• Seasonal use under wide temperature 

ranges
• Increased equipment precision and 

responsiveness
• Better protection from wear in low and 

high temperatures
• Reduced inventory for greater operational 

efficiencies and less chance of 
misapplication

• Outstanding oxidation and thermal stability
• Longer oil life which helps extend drain 

intervals for reduced change-out costs 
and less reservoir exposure to external 
contaminants

• Decreases varnish build up that can 
interfere with servo and directional valve 
operation

0

1000

2000

3000

4000

5000

6000

7000

8000

9000

Oxidation Life Comparison
ASTM D943 Test

H
ou

rs
 t

o 
re

ac
h 

TA
N

 2
.0

Competitor
A

Competitor
B

Competitor
C

Competitor
E

Competitor
D

Leading
Global

Competitor

HYDREX
MV 36

HYDREX MV lasts over 3x longer than the
leading global competitor

In climates with wide
temperature extremes,
more than one straight AW 22 AW 46 AW 32
grade hydraulic fluid may AW 32 AW 68� AW 46
have to be used in a season.
Replace your straight 
grade product with one
wide-temperature range MV 22 MV 60 MV 36
product per season.

 STRATEGY Winter Summer Stable*

*Stable refers to locations with minimal seasonal temperature swings.
� Up to operating temperatures of 83°C (181°F)

How HYDREX MV reduces seasonal 
changeouts and inventory








